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DIALuUX

Quantity

Luminaire (Luminous emittance)

2

12

14

DIALux

LUXIONA Troll ARUN_SLIM_LED_XXX_OPTICS-3
ARUNA SLIM Z LED 4000LM OPTICS-3 E 34 840 L-
1200

Luminous emittance 1

Fitting: 1xModuL, LED LINEAR 4000Im/840

Light output ratio: 92.03%

Lamp luminous flux: 4099 Im

Luminaire Luminous Flux: 3772 Im

Power: 32.0 W

Light yield: 117.9 Im/W

Colour temperature: 3000 K

Colour rendering index: 100

Philips Lighting SM120V W20L120 1xLED37S/840 PSU
Luminous emittance 1

Fitting: 1xLED37S/840/-

Light output ratio: 99.93%

Lamp luminous flux: 3700 Im

Luminaire Luminous Flux: 3697 Im

Power: 40.5 W

Light yield: 91.3 Im/W

Colour temperature: 3000 K

Colour rendering index: 100

TREVOS BELTR LED 2.4t 5200/840 LED, diffuser PC
Luminous emittance 1

Fitting: 1xLEDLine

Light output ratio: 100%

Lamp luminous flux: 3770 Im

Luminaire Luminous Flux: 3770 Im

Power: 35.0 W

Light yield: 107.7 Im/W

Colour temperature: 3000 K

Colour rendering index: 100

Trevos FUTURA 2.4ft PC Al 8800/840
LED,industrial,body PC with aluminium cooler,diffuser
translucent PC

Luminous emittance 1

Fitting: 1xLamp LED

Light output ratio: 100.08%

Lamp luminous flux: 8000 Im
Luminaire Luminous Flux: 8007 Im
Power: 58.0 W

Light yield: 138.0 Im/W

Colour temperature: 3000 K

Colour rendering index: 100

TREVOS LINEA ROUND 1800/840 LED interior
circular, surface mounted
Luminous emittance 1

Fitting: 1xLED

Light output ratio: 99.92%

Lamp luminous flux: 1500 Im
Luminaire Luminous Flux: 1499 Im
Power: 13.0 W

Light yield: 115.3 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

See our luminaire catalog for
an image of the luminaire.

See our luminaire catalog for
an image of the luminaire.

See our luminaire catalog for
an image of the luminaire.

See our luminaire catalog for
an image of the luminaire.
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Quantity Luminaire (Luminous emittance)

1 TREVOS LINEA ROUND 3600/840 LED interior
circular, surface mounted
Luminous emittance 1 -
Fitting: 1xLED i
Light output ratio: 99.92% A
Lamp luminous flux: 2930 Im See our luminaire catalog for
Luminaire Luminous Flux: 2928 Im an image of the luminaire.
Power: 27.0 W
Light yield: 108.4 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

cdikim n=100%
—C0.C180 m—C90-C270

Total lamp luminous flux: 136808 Im, Total luminaire luminous flux: 136134 Im, Total Load: 1280.0 W, Light yield: 106.4 Im/W
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Podruéna $kola Draganac / zgrada $kole / prizemlje / u€ionica / Room summary u x

ucionica

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrSina Perpendicular illuminance [Ix] 477 (300) 193 1118 0.40 0.17

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 LUXIONA Troll ARUN_SLIM_LED_XXX_OPTICS-3
ARUNA SLIM Z LED 4000LM OPTICS-3 E 34 840
L-1200
Light output ratio: 92.03%
Lamp luminous flux: 4099 Im
Luminaire Luminous Flux: 3772 Im See our luminaire catalog for
Power: 32.0 W an image of the luminaire.
Light yield: 117.9 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

cdkim n=92%
—0-c

2 8 Philips Lighting SM120V W20L120 1xLED37S/840
PSU
Light output ratio: 99.93%
Lamp luminous flux: 3700 Im
Luminaire Luminous Flux: 3697 Im
Power: 40.5 W
Light yield: 91.3 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

Total lamp luminous flux: 37798 Im, Total luminaire luminous flux: 37120 Im, Total Load: 388.0 W, Light yield: 95.7 Im/W
Lighting power density: 7.79 W/m? = 1.63 W/m?#100 Ix (Ground area 49.80 m?)
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / u€ionica / Luminaire parts list

ucionica

DIALuUX

Quantity Luminaire (Luminous emittance)

2 LUXIONA Troll ARUN_SLIM_LED_XXX_OPTICS-3
ARUNA SLIM Z LED 4000LM OPTICS-3 E 34 840 L-
1200
Luminous emittance 1
Fitting: 1xModuL, LED LINEAR 4000Im/840
Light output ratio: 92.03%

Lamp luminous flux: 4099 Im
Luminaire Luminous Flux: 3772 Im
Power: 32.0 W

Light yield: 117.9 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

8 Philips Lighting SM120V W20L120 1xLED37S/840 PSU
Luminous emittance 1
Fitting: 1xLED37S/840/-
Light output ratio: 99.93%
Lamp luminous flux: 3700 Im
Luminaire Luminous Flux: 3697 Im
Power: 40.5 W
Light yield: 91.3 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

Total lamp luminous flux: 37798 Im, Total luminaire luminous flux: 37120 Im, Total Load: 388.0 W, Light yield: 95.7 Im/W

DIALux

See our luminaire catalog for
an image of the luminaire.
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Podrué¢na $kola Draganac / zgrada $kole / prizemlje / u€ionica / Results summary of surfaces u x

ucionica

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

General
Surface Result Mean (target) Min Max Min/average Min/max
1 Calculation surface 2 Perpendicular illuminance [Ix] 693 328 1257 0.47 0.26
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / Calculation surface 2 / Isolines / Perpendicular illuminance u x

Calculation surface 2

750

500) \

Scale: 1:25

Perpendicular illuminance (Grid)
Mean (actual): 693 Ix, Min: 328 Ix, Max: 1257 Ix, Min/average: 0.47, Min/max: 0.26
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Calculation surface 2

439 768 1077 1231 1257 1253 1179
e B B B e +

395 535 655 699 712 707 678
B e B B ¥ ¥ +

328 388 439 457 454 451 449
£ f + + + ¥ +

Scale: 1:25

Perpendicular illuminance (Grid)
Mean (actual): 693 Ix, Min: 328 Ix, Max: 1257 Ix, Min/average: 0.47, Min/max: 0.26
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Podrué¢na $kola Draganac / zgrada $kole / prizemlje / u€ionica / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 477 Ix, Min: 193 Ix, Max: 1118 Ix, Min/average: 0.40, Min/max: 0.17
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / u€ionica / radna povrsina / Value chart / Perpendicular illuminance (adaptive) u x

radna povrsina

418 415 416 408 400 395 384 355 293
¥ B B ¥ B B ¥ - B

675 578 557 555 532 534 506 478 397
+ + + + + + + + £

813 566 520 500 482 475 456 425 351
- -+ -+ - - = - - -

825 567 524 499 482 475 456 425 351
+F e B ¥ B B ¥ B B

689 581 557 556 533 535 507 478 396
+ B B ¥ B B ¥ e B

426 423 417 411 400 395 384 355 293
+ + + + + £ £ £ +

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 477 Ix, Min: 193 Ix, Max: 1118 Ix, Min/average: 0.40, Min/max: 0.17
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / zbornica / Room summary u x

zbornica

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrSina Perpendicular illuminance [Ix] 261 (200) 126 360 0.48 0.35

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Philips Lighting SM120V W20L120 1xLED37S/840
PSU
Light output ratio: 99.93%
Lamp luminous flux: 3700 Im
Luminaire Luminous Flux: 3697 Im
Power: 40.5 W
Light yield: 91.3 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

Total lamp luminous flux: 7400 Im, Total luminaire luminous flux: 7394 Im, Total Load: 81.0 W, Light yield: 91.3 Im/W
Lighting power density: 4.88 W/m? = 1.87 W/m?#100 Ix (Ground area 16.61 m?)
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / zbornica / Luminaire parts list

zbornica
Quantity Luminaire (Luminous emittance)
2 Philips Lighting SM120V W20L120 1xLED37S/840 PSU

Luminous emittance 1

Fitting: 1xLED37S/840/-

Light output ratio: 99.93%

Lamp luminous flux: 3700 Im
Luminaire Luminous Flux: 3697 Im
Power: 40.5 W

Light yield: 91.3 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

Total lamp luminous flux: 7400 Im, Total luminaire luminous flux: 7394 Im, Total Load: 81.0 W, Light yield: 91.3 Im/W

DIALux
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / zbornica / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

200

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 261 Ix, Min: 126 Ix, Max: 360 Ix, Min/average: 0.48, Min/max: 0.35
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / zbornica / radna povr$ina / Value chart / Perpendicular illuminance (adaptive)

radna povrsina

12.12.2017.
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Scale: 1:50

Perpendicular illuminance (Surface)

Mean (actual): 261 Ix, Min: 126 Ix, Max: 360 Ix, Min/average: 0.48, Min/max: 0.35

Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux

DIALuUX
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Podruéna $kola Draganac / zgrada $kole / prizemlje / hodnik / Room summary

hodnik

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

DIALuUX

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrs$ina Perpendicular illuminance [Ix] 207 (100) 106 297 0.51 0.36

Height of working plane: 0.000 m, Wall zone: 0.000 m

No. Quantity

1 8 TREVOS BELTR LED 2.4ft 5200/840 LED, diffuser
PC
Light output ratio: 100%
Lamp luminous flux: 3770 Im
Luminaire Luminous Flux: 3770 Im
Power: 35.0 W
Light yield: 107.7 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

See our luminaire catalog for
an image of the luminaire.

cdikim n=100%
—C0. 180 m—G90-C270

Total lamp luminous flux: 30160 Im, Total luminaire luminous flux: 30160 Im, Total Load: 280.0 W, Light yield: 107.7 Im/W

Lighting power density: 4.49 W/m? = 2.17 W/m?#100 Ix (Ground area 62.33 m?)

DIALux
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / hodnik / Luminaire parts list u x

hodnik

Quantity Luminaire (Luminous emittance)

8 TREVOS BELTR LED 2.4t 5200/840 LED, diffuser PC
Luminous emittance 1
Fitting: 1xLEDLine

Light output ratio: 100%

Lamp luminous flux: 3770 Im
Luminaire Luminous Flux: 3770 Im See our luminaire catalog for o o
Power: 35.0 W an image of the luminaire.
Light yield: 107.7 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

30" 15 o 150 0

cdikim = 100%
—C0 G130 G50 G270

Total lamp luminous flux: 30160 Im, Total luminaire luminous flux: 30160 Im, Total Load: 280.0 W, Light yield: 107.7 Im/W

DIALux Page 18
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Podruéna Skola Draganac / zgrada $kole / prizemlje / hodnik / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

200 [200)

< 200 |200.

Scale: 1:200

Perpendicular illuminance (Surface)
Mean (actual): 207 Ix, Min: 106 Ix, Max: 297 Ix, Min/average: 0.51, Min/max: 0.36
Height of working plane: 0.000 m, Wall zone: 0.000 m
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Podruéna $kola Draganac / zgrada $kole / prizemlje / hodnik / radna povrsina / Value chart / Perpendicular illuminance (adaptive) u x

radna povrsina
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Scale: 1:200

Perpendicular illuminance (Surface)
Mean (actual): 207 Ix, Min: 106 Ix, Max: 297 Ix, Min/average: 0.51, Min/max: 0.36
Height of working plane: 0.000 m, Wall zone: 0.000 m
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Podruéna $kola Draganac / zgrada Skole / prizemlje / sanitarni &vor / Room summary u X

sanitarni ¢vor

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrSina Perpendicular illuminance [Ix] 211 (200) 129 259 0.61 0.50

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 3 TREVOS LINEA ROUND 1800/840 LED interior B Y
circular, surface mounted
Light output ratio: 99.92%
Lamp luminous flux: 1500 Im
Luminaire Luminous Flux: 1499 Im

Power: 13.0 W See our luminaire catalog for =

Light yield: 115.3 Im/W an image of the luminaire.
Colour temperature: 3000 K

Colour rendering index: 100

cdikim n=100%
—C0-C180 —C90-C270

Total lamp luminous flux: 4500 Im, Total luminaire luminous flux: 4497 Im, Total Load: 39.0 W, Light yield: 115.3 Im/W
Lighting power density: 6.20 W/m? = 2.94 W/m?#100 Ix (Ground area 6.29 m?)
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / sanitarni ¢vor / Luminaire parts list

sanitarni ¢vor

Quantity

Luminaire (Luminous emittance)

3

TREVOS LINEA ROUND 1800/840 LED interior
circular, surface mounted
Luminous emittance 1

Fitting: 1xLED

Light output ratio: 99.92%

Lamp luminous flux: 1500 Im
Luminaire Luminous Flux: 1499 Im
Power: 13.0 W

Light yield: 115.3 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

See our luminaire catalog for
an image of the luminaire.

cdikim
—_—o

c1e0

—50- G270

= 100%

Total lamp luminous flux: 4500 Im, Total luminaire luminous flux: 4497 Im, Total Load: 39.0 W, Light yield: 115.3 Im/W

DIALux
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / sanitarni ¢vor / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 211 Ix, Min: 129 Ix, Max: 259 Ix, Min/average: 0.61, Min/max: 0.50
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Podruéna $kola Draganac / zgrada $kole / prizemlje / sanitarni ¢vor / radna povrsina / Value chart / Perpendicular illuminance

(adaptive)

radna povrsina

12.12.2017.

‘|‘150 _|_174 _|_193 _|_206 _|_211 _|_206 _|_182

+1 72 +200 _|_222 +236 _|_243 _|_234 _|_208
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Scale: 1:25

Perpendicular illuminance (Surface)

Mean (actual): 211 Ix, Min: 129 Ix, Max: 259 Ix, Min/average: 0.61, Min/max: 0.50

Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux

DIALuUX
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Podruéna $kola Draganac / zgrada $kole / prizemlje / kuhinja / Room summary u x

kuhinja

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrSina Perpendicular illuminance [Ix] 516 (500) 279 702 0.54 0.40

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Trevos FUTURA 2.4ft PC Al 8800/840 S N
LED, industrial,body PC with aluminium
cooler,diffuser translucent PC
Light output ratio: 100.08%
Lamp luminous flux: 8000 Im
Luminaire Luminous Flux: 8007 Im See our luminaire catalog for w
Power: 58.0 W an image of the luminaire.
Light yield: 138.0 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

cdim n=100%
—0-c180

Total lamp luminous flux: 16000 Im, Total luminaire luminous flux: 16014 Im, Total Load: 116.0 W, Light yield: 138.1 Im/W
Lighting power density: 7.96 W/m? = 1.54 W/m?#100 Ix (Ground area 14.58 m?)
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Podru¢na $kola Draganac / zgrada $kole / prizemlje / kuhinja / Luminaire parts list u x

kuhinja

Quantity Luminaire (Luminous emittance)

2 Trevos FUTURA 2.4ft PC Al 8800/840
LED, industrial,body PC with aluminium cooler,diffuser
translucent PC

Luminous emittance 1
Fitting: 1xLamp LED

Light output ratio: 100.08% See our luminaire catalog for
Lamp luminous flux: 8000 Im an image of the luminaire.

Luminaire Luminous Flux: 8007 Im

Power: 58.0 W

Light yield: 138.0 Im/W
Colour temperature: 3000 K " AR ™ '
Colour rendering index: 100 cdhim n= 100k

180w Co0

Total lamp luminous flux: 16000 Im, Total luminaire luminous flux: 16014 Im, Total Load: 116.0 W, Light yield: 138.1 Im/W
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Podruéna Skola Draganac / zgrada Skole / prizemlje / kuhinja / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

300 300
500 500
500 500
300 300
Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 516 Ix, Min: 279 Ix, Max: 702 Ix, Min/average: 0.54, Min/max: 0.40
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Energetska obnova PS Gornji Draganac

12.12.2017.

Podru¢na $kola Draganac / zgrada $kole / prizemlje / kuhinja / radna povrsina / Value chart / Perpendicular illuminance (adaptive)

radna povrsina

DIALuUX

_|_334 _|_384 _|_41 5 ‘|‘427 _|_427 ‘i‘41 4 _|_382 _|_330
_'_427 _|_496 _'_534 _|_546 _|_546 _'_532 _'_493 _'_420
_‘_508 _‘_599 _|_644 _‘_655 _‘_654 _‘_642 _‘_599 _|_503
_‘_543 _‘_644 _|_692 _|7_02 _‘_701 _‘_691 _‘_641 _|_537
_|_506 _|_601 _|_644 ‘|‘655 _|_656 _|_644 _|_598 _|_508
_|_425 _|_496 _|_534 ‘|‘547 _|_547 _|_533 ‘|‘495 _|_423
_|_334 _|_385 _|_41 6 ‘|‘428 _|_427 ‘i‘41 4 ‘i‘381 _|_330
Scale: 1:25

Perpendicular illuminance (Surface)

Mean (actual): 516 Ix, Min: 279 Ix, Max: 702 Ix, Min/average: 0.54, Min/max: 0.40
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podrué¢na $kola Draganac / zgrada $kole / prizemlje / blagovaonica / Room summary u x

blagovaonica

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrSina Perpendicular illuminance [Ix] 366 (200) 200 459 0.55 0.44

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 6 TREVOS BELTR LED 2.4ft 5200/840 LED, diffuser R
PC a0
Light output ratio: 100%
Lamp luminous flux: 3770 Im
Luminaire Luminous Flux: 3770 Im

Power: 35.0 W See our luminaire catalog for -
Light yield: 107.7 Im/W an image of the luminaire.
Colour temperature: 3000 K

Colour rendering index: 100

cdiim n = 100%
—C0-C180 —Co0-C270

Total lamp luminous flux: 22620 Im, Total luminaire luminous flux: 22620 Im, Total Load: 210.0 W, Light yield: 107.7 Im/W
Lighting power density: 5.93 W/m? = 1.62 W/m?/100 Ix (Ground area 35.40 m?)
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podrué¢na $kola Draganac / zgrada $kole / prizemlje / blagovaonica / Luminaire parts list u x

blagovaonica

Quantity Luminaire (Luminous emittance)

6 TREVOS BELTR LED 2.4ft 5200/840 LED, diffuser PC
Luminous emittance 1
Fitting: 1xLEDLine

Light output ratio: 100%

Lamp luminous flux: 3770 Im
Luminaire Luminous Flux: 3770 Im See our luminaire catalog for o o
Power: 35.0 W an image of the luminaire.
Light yield: 107.7 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

30" 15 o 150 0

cdikim = 100%
—C0 G130 G50 G270

Total lamp luminous flux: 22620 Im, Total luminaire luminous flux: 22620 Im, Total Load: 210.0 W, Light yield: 107.7 Im/W
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podrué¢na $kola Draganac / zgrada $kole / prizemlje / blagovaonica / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

300

300)

Scale: 1:50
Perpendicular illuminance (Surface)

Mean (actual): 366 Ix, Min: 200 Ix, Max: 459 Ix, Min/average: 0.55, Min/max: 0.44
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Energetska obnova PS Gornji Draganac

12.12.2017.

Podruéna $kola Draganac / zgrada $kole / prizemlje / blagovaonica / radna povrsina / Value chart / Perpendicular illuminance

(adaptive)

radna povrsina

_‘_243 _‘_284 _‘_304 _‘_31 5 _‘_323 _‘_314 _‘_303 _‘_281 _|_240
_‘_31 0 _‘_369 _‘_393 _‘_409 _‘_41 8 _‘_409 _‘_392 _‘_368 _|_31 0
_‘_337 _‘_406 _‘_434 _‘_450 _|ﬂ) _‘_449 _‘_433 _‘_406 _|_337
+31 9 +380 +408 +423 _|_431 _|_422 _|_407 _|_379 _|_31 9
_|_304 _|_357 ‘|‘385 _|_400 ‘|‘407 _|_400 _|_385 _|_357 _|_304
‘i‘31 9 _|_379 _|_407 _|_422 _|_432 _|_422 _|_408 _|_380 _|_31 9
_|_338 _|_406 _|_433 ‘|‘449 _Iﬂ) _|_449 _|_434 _|_405 _|_336
‘i‘31 0 _|_369 _|_393 ‘|‘409 ‘i‘41 8 _|_409 _|_393 _|_369 _|_308
_'_240 _'_283 _|_305 _'_31 6 _|_324 _'_31 5 _|_304 _|_282 _'_243
Scale: 1:50

Perpendicular illuminance (Surface)

Mean (actual): 366 Ix, Min: 200 Ix, Max: 459 Ix, Min/average: 0.55, Min/max: 0.44
Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux

DIALuUX
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podruéna $kola Draganac / zgrada $kole / prizemlje / u€iteljski kabinet / Room summary u x

uciteljski kabinet

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrs$ina Perpendicular illuminance [Ix] 293 (200) 168 367 0.57 0.46

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 2 Philips Lighting SM120V W20L120 1xLED37S/840
PSU
Light output ratio: 99.93%
Lamp luminous flux: 3700 Im
Luminaire Luminous Flux: 3697 Im
Power: 40.5 W
Light yield: 91.3 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

= 100%

Total lamp luminous flux: 7400 Im, Total luminaire luminous flux: 7394 Im, Total Load: 81.0 W, Light yield: 91.3 Im/W
Lighting power density: 6.18 W/m? = 2.11 W/m?#100 Ix (Ground area 13.11 m?)
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podru¢na $kola Draganac / zgrada $kole / prizemlje / uciteljski kabinet / Luminaire parts list u x

uciteljski kabinet

Quantity Luminaire (Luminous emittance)

2 Philips Lighting SM120V W20L120 1xLED37S/840 PSU
Luminous emittance 1
Fitting: 1xLED37S/840/-
Light output ratio: 99.93%
Lamp luminous flux: 3700 Im
Luminaire Luminous Flux: 3697 Im
Power: 40.5 W
Light yield: 91.3 Im/W
Colour temperature: 3000 K
Colour rendering index: 100 -

Total lamp luminous flux: 7400 Im, Total luminaire luminous flux: 7394 Im, Total Load: 81.0 W, Light yield: 91.3 Im/W
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Energetska obnova PS Gornji Draganac

Podruéna $kola Draganac / zgrada $kole / prizemlje / uciteljski kabinet / radna povrsina / Isolines / Perpendicular illuminance

(adaptive)

radna povrsina

200 200
300
300
200 200
Scale: 1:50

Perpendicular illuminance (Surface)

Mean (actual): 293 Ix, Min: 168 Ix, Max: 367 Ix, Min/average: 0.57, Min/max: 0.46

12.12.2017.

Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux

DIALuUX
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DIALuUX

12.12.2017.

Energetska obnova PS Gornji Draganac
Podruéna $kola Draganac / zgrada $kole / prizemlje / uciteljski kabinet / radna povrsina / Value chart / Perpendicular illuminance

(adaptive)

radna povrsina
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81
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|
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|
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150

Scale: 1

Mean (actual): 293 Ix, Min: 168 Ix, Max: 367 Ix, Min/average: 0.57, Min/max: 0.46

Height of working plane: 0.800 m, Wall zone: 0.000 m

Perpendicular illuminance (Surface)
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Energetska obnova PS Gornji Draganac 12.12.2017.

Podrué¢na $kola Draganac / zgrada $kole / prizemlje / ostava / Room summary

ostava

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane

DIALuUX

Surface

1 radna povrs$ina Perpendicular illuminance [Ix]

Result Mean (target) Min Max Min/average Min/max

Height of working plane: 0.800 m, Wall zone: 0.000 m

172 (100) 115 216 0.67

0.53

No.

Quantity

1

1

TREVOS LINEA ROUND 3600/840 LED interior
circular, surface mounted

Light output ratio: 99.92%

Lamp luminous flux: 2930 Im

Luminaire Luminous Flux: 2928 Im

Power: 27.0 W

Light yield: 108.4 Im/W

Colour temperature: 3000 K

Colour rendering index: 100

See our luminaire catalog for
an image of the luminaire.

= 100%

cdiim
—C0- G150 m—G90-C270

Total lamp luminous flux: 2930 Im, Total luminaire luminous flux: 2928 Im, Total Load: 27.0 W, Light yield: 108.4 Im/W

Lighting power density: 5.76 W/m? = 3.34 W/m?#100 Ix (Ground area 4.69 m?)

DIALux
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Energetska obnova PS Gornji Draganac 12.12.2017.

Podruéna $kola Draganac / zgrada $kole / prizemlje / ostava / Luminaire parts list

ostava
Quantity Luminaire (Luminous emittance)
1 TREVOS LINEA ROUND 3600/840 LED interior S _w w e N\

circular, surface mounted
Luminous emittance 1

Fitting: 1xLED

Light output ratio: 99.92%

Lamp luminous flux: 2930 Im
Luminaire Luminous Flux: 2928 Im
Power: 27.0 W

Light yield: 108.4 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

See our luminaire catalog for
an image of the luminaire.

cdikim
—_—o

c1e0

— 0

= 100%

Total lamp luminous flux: 2930 Im, Total luminaire luminous flux: 2928 Im, Total Load: 27.0 W, Light yield: 108.4 Im/W

DIALux
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podrué¢na $kola Draganac / zgrada $kole / prizemlje / ostava / radna povrsina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

200

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 172 Ix, Min: 115 Ix, Max: 216 Ix, Min/average: 0.67, Min/max: 0.53
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Energetska obnova PS Gornji Draganac

Podru¢na $kola Draganac / zgrada $kole / prizemlje / ostava / radna povrsina / Value chart / Perpendicular illuminance (adaptive)

radna povrsina

12.12.2017.

_‘_135 _|_161 _|_173 _‘_173 _‘_160 _|_136

+157 +186 _|_202 +202 +185 _|_157

_|_164 _|_195 _|_214 _|_213 _|_195 _|_164

‘|‘157 _|_185 _|_205 _|_203 _|_186 _|_157

_|_136 _|_160 _|_173 _‘_173 _|_159 _|_135
Scale: 1:25

Perpendicular illuminance (Surface)

Mean (actual): 172 Ix, Min: 115 Ix, Max: 216 Ix, Min/average: 0.67, Min/max: 0.53

Height of working plane: 0.800 m, Wall zone: 0.000 m

DIALux

DIALuUX
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podruéna $kola Draganac / zgrada $kole / prizemlje / kotlovnica / Room summary u x

kotlovnica

Height of room: 3.000 m, Reflection factors: Ceiling 70.0%, Walls 50.0%, Floor 20.0%, Maintenance factor: 0.80

Workplane
Surface Result Mean (target) Min Max Min/average Min/max
1 radna povrs$ina Perpendicular illuminance [Ix] 409 (200) 166 580 0.41 0.29

Height of working plane: 0.800 m, Wall zone: 0.000 m

No. Quantity

1 1 Trevos FUTURA 2.4ft PC Al 8800/840 R ™ e~
LED, industrial,body PC with aluminium T
cooler,diffuser translucent PC
Light output ratio: 100.08%
Lamp luminous flux: 8000 Im
Luminaire Luminous Flux: 8007 Im See our luminaire catalog for o
Power: 58.0 W an image of the luminaire.
Light yield: 138.0 Im/W
Colour temperature: 3000 K
Colour rendering index: 100

a5 0 15 3 15 £ a5

cdiim n=100%
—Co-Ci80 90-c270

Total lamp luminous flux: 8000 Im, Total luminaire luminous flux: 8007 Im, Total Load: 58.0 W, Light yield: 138.1 Im/W
Lighting power density: 9.41 W/m? = 2.30 W/m?#100 Ix (Ground area 6.16 m?)
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Energetska obnova PS Gornji Draganac 12.12.2017.

Podru¢na $kola Draganac / zgrada $kole / prizemlje / kotlovnica / Luminaire parts list

kotlovnica
Quantity Luminaire (Luminous emittance)
1 Trevos FUTURA 2.4ft PC Al 8800/840

LED, industrial,body PC with aluminium cooler,diffuser
translucent PC

Luminous emittance 1

Fitting: 1xLamp LED

Light output ratio: 100.08%

Lamp luminous flux: 8000 Im
Luminaire Luminous Flux: 8007 Im
Power: 58.0 W

Light yield: 138.0 Im/W

Colour temperature: 3000 K
Colour rendering index: 100

See our luminaire catalog for
an image of the luminaire.

cdikim
—_—o

c1e0

—50- G270

= 100%

Total lamp luminous flux: 8000 Im, Total luminaire luminous flux: 8007 Im, Total Load: 58.0 W, Light yield: 138.1 Im/W

DIALux
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Energetska obnova PS Gornji Draganac 12.12.2017. D | Q |
Podruéna $kola Draganac / zgrada $kole / prizemlje / kotlovnica / radna povrSina / Isolines / Perpendicular illuminance (adaptive) u x

radna povrsina

300
500
300
\ (200)
500 300
300

Scale: 1:25
Perpendicular illuminance (Surface)

Mean (actual): 409 Ix, Min: 166 Ix, Max: 580 Ix, Min/average: 0.41, Min/max: 0.29
Height of working plane: 0.800 m, Wall zone: 0.000 m
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Energetska obnova PS Gornji Draganac

Podru¢na $kola Draganac / zgrada $kole / prizemlje / kotlovnica / radna povrsina / Value chart / Perpendicular illuminance (adaptive)

radna povrsina

12.12.2017.

_|_287 _|_318 _|_31 6 _|_282
_|_381 _|_425 _'_421 _'_371
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Scale: 1:25

Perpendicular illuminance (Surface)
Mean (actual): 409 Ix, Min: 166 Ix, Max: 580 Ix, Min/average: 0.41, Min/max: 0.29

Height of working plane: 0.800 m, Wall zone: 0.000 m
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